
A1 | Pedestrian | Electric 
Pallet; stillage; low lift platform 

& low lift order-pickingtrucks

B1 | Rider | Electric & I.C.E. 
Counterbalance lift truck up to 

& including 5 tonne*

D1 | Rider | Electric 
Reach & straddle trucks 3-8m lift

G1 | Rider | I.C.E. 
Container straddle carriers

J1 | Rider | I.C.E. 
Rough terrain masted lift trucks

J5 | Rider | I.C.E. 
Industrial high lift telescopic 

truck – above 9m lift

P1 | Rider | Electric & I.C.E. 
Pivot steer trucks

1A | Rider | Electric & I.C.E. 
Static vertical – driven into 

position & cannot drive elevated

A2 | Rider | Electric
Pallet; stillage; low lift platform 
& low lift order-picking trucks

B2 | Rider | Electric & I.C.E. 
Counterbalance lift truck over 
5 tonne – up to & including 15 

tonne*

D2 | Rider | Electric 
Reach & straddle trucks over 

8m lift

G2 | Rider | I.C.E. 
Counterbalance container 

handling trucks

J2 | Rider | I.C.E. 
Rough terrain variable reach lift 

trucks – up to 9m lift

J6 | Rider | I.C.E. 
Variable reach/tele, 360o slew 

under 9m lift

P2 | Pedestrian | Electric 
Pivot steer trucks

1B | Rider & Pedestrian | Electric & I.C.E. 
Static boom – trailer mount, van mount, lorry mount &

spider lift, cannot drive elevated

A3 | Pedestrian | Electric 
Counterbalance lift trucks

B3 | Rider | Electric & I.C.E. 
Counterbalance lift truck over 

15 tonne*

D3 | Rider | Electric 
Stand on reach trucks

G3 | Rider | I.C.E. 
Side loader container handling 

trucks

J3 | Rider | I.C.E. 
Rough terrain high lift telescopic 

trucks – above 9m lift

J7 | Rider | I.C.E. 
Variable reach/tele, 360o slew 

over 9m lift

T1* | Rider | I.C.E 
Vehicle mounted lift trucks

3A | Rider | Electric & I.C.E. 
Mobile vertical – can drive 

elevated

A4 | Rider | Electric 
Rider pallet stackers

B4 | Rider | Electric 
Stand – on counterbalance

E1 | Rider | Electric 
Medium lift order picking trucks 

up to 2.5m

G4 | Rider | I.C.E. 
Telescopic container handler 

trucks

J4 | Rider | I.C.E. 
Industrial variable reach lift 

truck – up to 9m lift

J8 | Rider | I.C.E 
Articulated RT telescopic lift 

truck

Z1 | Pedestrian | Manual & 
Semi Manual 

Pallet trucks

3B | Rider | Electric & I.C.E. 
Mobile boom - can drive 

elevated

A5 | Pedestrian | Electric 
Pallet stackers

C1 | Rider | Electric & I.C.E. 
Side loader up to & including 5 

tonne

E2 | Rider | Electric 
High lift order picking trucks 

over 2.5m

G5 | Rider | I.C.E. 
Rough terrain telescopic 
container handler truck

M1 | Rider | Electric 
Multi-directional 

Counterbalance lift trucks

Z2 | Pedestrian | Manual & 
Semi Manual 

Platform trucks (including � xed 
type)

A6 | Pedestrian | Electric 
Straddle trucks

C2 | Rider | Electric & I.C.E. 
Side loader over 5 tonne up to & 

including 15 tonne*

F1 | Rider | Electric 
Very narrow aisle lateral (& 

front) stacking trucks – operator 
up

H1 | Rider | Electric & I.C.E. 
Tow tractor and trailer

M2 | Rider | Electric & I.C.E. 
Multi-directional side loader

Z3 | Pedestrian | Manual & 
Semi Manual 

Pallet stacker

A7 | Pedestrian | Electric 
Reach trucks

C3 | Rider | Electric & I.C.E. 
Side loader over 15 tonne*

F2 | Rider | Electric 
Very narrow aisle lateral (& 

front) stacking trucks –
operator down

H2 | Pedestrian | Electric 
& I.C.E. 

Tow tractor and trailer

H3 | Pedestrian | Electric 
& I.C.E. 

Tow tractor & trailer above 
15,000kg

M3 | Rider | Electric & I.C.E. 
Multi-directional reach trucks

Z4 | Pedestrian | Manual & 
Semi Manual 

Straddle truck
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